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Dimensional Information
Cable Lugs
for Dimensions
Inductance | inverter [mm]
T Rated Rated with series (motor Power Copper | Weight N
ype voltage | current connection rated loss [kal kol Connections
@ Al [mH] current) W] L B H N1 N2
[ D1 Al
[ I T T__1 T
CNW 892/8 8 9.4 3,7 19 0.4 1,2 80 53 110 50 39 4,8x9 25 M4 x 2,5
- Al CNW 892/11 11 6.2 5,5 22 0,5 1,3 80 63 110 50 49 4,8x9 25 M4 x 2,5
CNW 892/15 15 4,8 7.5 30 1,1 2,5 100 67 138 63 50 6,0x10 30 M4 x 4,0
CNW 892/20 20 3,3 11 33 1,1 2,5 100 67 138 63 50 6,0x10 30 M4 x 4,0
CNW 892/28 28 2,4 15 35 1,3 3,6 100 82 138 63 65 6,0x10 30 M5 x 10
X CNW 892/34 34 2,0 18,5 39 1,3 3,6 100 82 138 63 65 6,0x10 30 M5 x 16
@ 800V,
— - CNW 892/40 °e 40 1,6 22 43 2,1 5,4 120 86 160 76 67 7x13 35 M6 x 16
: 2D CNW 892/55 55 1,2 30 48 2,3 6,5 120 96 160 76 77 7x13 35 M6 x 25
’ N1 N2 CNW 892/70 70 0,98 37 55 3,8 8,9 152 20 205 100 71 7x13 35 M8 x 35
L B CNW 892/85 85 0,81 45 70 01'55/ 13,3 160 105 215 100 81 7x13 40 25Xﬁ1r/nd:9
CNW 892/100 100 0,67 55 73 01'55/ 10,5 160 105 215 100 81 7x13 40 stfnr:‘d=g
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Conforming to Test voltage
EN 61558-2-20 4000 V AC, 50Hz, 2 sec Winding to
earth
Rated voltage Insulation class
max. Tension 800 V T40/B - -
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